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MBV Series - Menu Board for 42”-57” Back-to-back 
Screens, Portrait

Monitor 
configuration Product Screen 

size
Max. 

capacity
Max.
VESA Weight Dimensions

(HxWxD)

MBV1155BB-P 42”-57” 70 kg
min. 100x100 mm
max. 600x400 mm

35 kg
1470x500x250

mm

MBV2147BB-P 42”-47” 140 kg
min. 100x100 mm
max. 600x400 mm

48 kg
1470x1000x250 

mm

MBV2155BB-P 50”-57” 140 kg
min. 100x100 mm
max. 600x400 mm

50 kg
1470x1200x251

mm

FEATURES

QQ Universal range of VESA mounting options

QQ Allows a multiple installation from 1 to 2 screens

QQ Internal Cable management in a pole tube

QQ Adjustable tilt angle from 0° to +18°

QQ Construction up to  140 kg of capacity

1140 kg

MAX KG

42”-57” min. 
50x75 mm 

max. 
750x460

mm

0°/+18min.
100x100 mm

max.
600x400 mm

min.225 mm
max.1125mm
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TECHNICAL



EDBAK PRO AV SOLUTIONS 2018
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MBV2147BB-P

650mm
(25.59")

239,5mm
(9.42")

231mm
(9.09")

19
9
m

m
(7

.8
3
")

14
5
4
m

m
(5

7.
2
4
")

14
3,

5
m

m
(5

.6
4
")

63,5mm
(2.48")

9
9
,5

m
m

(3
.9

1"
)

1200mm
(47.24")

18°

100÷400 mm
(3.93÷15.74")

10
0
÷
6
0
0
m

m
(3

.9
3
÷
2
3.

6
2
")



sales@edbak.com tel.: +48 81 5628119www.edbakproav.com

MBV2155BB-P
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(50.00")

100÷400 mm
(3.93÷15.74")
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